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Method of detennining a schedule, scheduler and system 



PCT/EPOl/07068 



The invention relates to a method of detennining a schedule for executing a 
plurality of tasks requiring a plurality of resources. 

The invention further relates to a scheduler for detennining a schedule for 
executing a plurality of tasks requiring a plurality of resources. 
5 The invention further relates to a system having such a scheduler. 

When multiple tasks are to be executed using multiple resources, there often 
are requirements on the execution of the tasks, and limitations on the capacity of the 

10 resources. For instance, in digital transmission systems, the transmission of a video stream 
requires a video server Scorn which the stream originates, a conditional access module which 
encrypts the stream to prevent unauthorized viewing, a gateway to a transmission medium 
and a transmitter such as a satellite to transport the streain to the recipient. All of these 
resources have only limited bandwidth capacity, and there are many possible requirements on 

IS the video stream. The stream could be required to start at nine o'clock, or the transmitted bit 
rate could have a required rate of at least 28 kilobits per second. In otbsr fields, such as 
&ctories vAAch produce multiple products on multiple machines, or sdiools which need to 
assign teachers and equipment to classrooms, such that classes of students can receive 
education, tiiere are likewise resources with limited cs^acity and tasks with certain 

20 requirements. A teacher in a school environment, for example, may have tiie limitation that 
he can only teach 25 students at a time. To ensure a satis&ctory execution of the tasks, 
adding more resources is not always an acceptable option, as it may be very costiy to add 
additional machines in a factory or transmission lines with higher capacity. 

Thus, there exists a scheduling problem, in which the system responsible for 

25 executing the tasks has to det^mine when and how to execute the tasks, within the 

limitations on the available resources and the requiremrats for execution derived from the 
tasks themselves. It is essential to optimally use the available resources in order to give an as 
good as possible performance in executing the tasks. The scheduling of the execution of these 
tasks therefore is very hsxportant 
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A disadvantage of cunent scheduling techniques is that the processing speed 
for each task to be executed is usually determiaed in advance, and remains constant during 
the execution of said task. Thus, if two or more tasks simultaneously occupy the same 
resource, the processing capacity of that resource must be at least the sum of the processing 
5 speeds of the tasks in question. However, some types of tasks allow a variation in processing 
speed during their execution. For instance, the transmission of digital video content can be 
done with a variable bit rate» as long as some minimal bit rate is achieved. Current scheduling 
techniques are not flexible enoug|i to make use of this property. The operator of a system 
using a schedule produced by such a scheduling technique must manually intervene and vary 
10 the processing speed of some task if the load becomes too high, and then recompute the 
schedule for the new situation. 



It is an object of the present invention to provide a method according to the 
1 5 preamble, which can determine a flexible and efficient schedule for executing a plurality of 
tasks requiring a plurality of resources. 

To meet this object of the invention, the method comprises the stqp of 
(a) constructing a set of constraints from given requirements of each task and from given 
linoitations on each resource; 
20 (b) determining for each task a relative starting time, a relative ending time and an 
assigmnent of resources, based on the constraints from said set; 

(c) determining for each task an absolute starting time, an absolute ending time and a 
collection of times and associated task processing speeds, based on the determined 
relative starting time, relative ending time and assignment of resources for said task, 

25 minimiring any violation of the constraints from said set; and 

(d) determining the schedule, comprising for each task the determined absolute starting 
time, absolute ending time, collection of times and associated task processing speeds 
and assigmnent of resources to said task. 

The schedule produced by this method not only provides for each task an 
30 absolute starting time and absolute ending time, but also an assigmnent of resources and a 
collection of times and associated task processing speeds. This collection provides the 
desired flexibility in the processing of each task. The times in the collection can be 
interpreted as time points, at which time the processing speed of the task in question should 
be changed to the task processing speed associated with that time point The task processing 
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speed can then optionally vary by small amounts mitil the next time point Altemadvely, two 
subsequent times in the collection can be interpreted to encompass a time interval, during 
which the task processing speed has to remain constant, at the level of the given task 
processing speed associated with the lowest of the two times. 
5 The assignment of resources for a task identifies the specific resources to be 

used in the execution of that task. A teaching task may have the requirement that it needs, for 
instance, a teacher, a classroom and an overhead projector, and the assignment of resources 
then specifies that teacher Johnson can use overhead projector THX 1 138 in classroom 3B. 
In an embodiment of the method, step (c) comprises 
1 0 defining a sequence of windows, a starting time of a window firom said 

sequence corresponding to one of the relative starting time and the relative ending time of a 
task, and an ending time of said window corresponding to a starting time of a next window in 
said sequence; 

determining an absolute length ofthe windows fiom said sequence, ^ ^ 

IS minimizing any violation of the constraints fi-om said set; ~' 

determining for each window a processing speed for each task and creating for 
each task a collection of times and associated task processing speeds based thereupon, 
minimizing any violation of the constraints firom said set; and 

determining for each task the absolute starting time and the absolute ending 

20 time firom the absolute length of the windows. 

After introducing the windows, which are time periods between starting times 
and ending times of tasks, the method of this embodiment can compute tlie absolute length of 
the windows, minimizing any violation of the constraints. When the requirements on the 
starting times and ending times are very strict, there may be only a small number of feasible 

25 solutions. For each window a processing speed is computed for each task, and given the 
length of the windows, the above-mentioned collection of times and associated task 
processing speeds can easily be derived. The starting time of a window can be used as the 
time point with which the task processing speeds for that window are to be associated, or the 
length of the windows can be used to derive the time interval during which the task 

30 processing speed should be constant, at the level of the computed task processing speed. The 
absolute starting and ending times for the tasks are determined fiom the window lengths. 
Because the starting times of the windows correspond to starting and ending times of the 
tasks, and the absolute length of the windows has been computed previously, all that is 
needed is one fixed time point. Given this time point, which can be input by the opnator, or 
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be defined as fhe current time or some specific time in the fixture ^en the schedule is 
computed, all absolute window widths are easily converted to absolute starting and ending 
times fi>r the tasks. 

In a fiirther embodiment the method comprises the step of 
S determining whether any violation of the constraints has occurred, and if so, 

determining at least one of anew relative starting time for a task, a 
new relative ending time for a task, and a new assigmnent of a resource to a task; and 

executing step (c). 

The schedule as obtained by the method according to the invention should 

10 ideally fiiUy satisfy the constraints. A particular solution may have a number of violations, 
v^ch may be impossible to avoid given a particular ordering of starting and aiding times or 
a given assignment of resources. In that case, it is advantageous to re-order tasks or to change 
the assigmnent of resources. Then, given the new ordering or assigmnent, or both, a new 
schedule can be determined. If this schedule also violates some of the constraints, yet another ^ 

1 5 re-ordering or renewed assigmnent can be performed. If executing the method for a certain 
amoimt of time does not result hi a schedule fiiUy satisfying the constraints, it may be that 
there is no feasible solution to, the scheduling problem. In that case, the schedule with th6 
TninimaT violation should be chosen. Additionally, the constraints could be eased, for 
example by adding more resource or more cs^acity to existlog resources. 

20 hi a further embodiment of the method, the step of determining the absolute 

length of the windows from said sequence comprises solving a linear programming problem. 
An advantage of this onbodiment is that linear programming is a single and &st method of 
obtaining a solution to a problem of the kind described above. 

In a fiirther embodiment of the method, the step of determining for each 

25 window a processing speed for each task comprises solving a linear programming problem. 
An advantage of tiiis embodiment is that this st^ can be combined witii the step of 
determining the absolute length of tiie windows into a bilinear programming problem, for 
which a solution can then be derived by means of linear programming with column 
generation. 

30 It is a fiirtiier object of the present invention to provide a schedider accordiag 

to the preamble, which can determine a flexible and efticient schedule for executing a 
plurality of tasks requiring a plurality of resources. 

To meet this object of the invention, tiie scheduler comprises 
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constructing means for constructing a set of constraints from given requirements of each 
task and from given limitations on each resoinx:e; 

• ordering means for deteraodning for each task a relative starting time, a relative ending 
time and an assignment of resources, based on the constraints from said set; 

S • t^^iTig mftang fnr Hftfrgrmining for eanli task an ahgnlute gtarring timftj ati ahsnhite ending 

time and a collection of times and associated task processing speeds, based on the 
determined relative starting time, relative ending time and assignment of resources for 
said task, minimising any violation of the constraints fiom said set; and 

• scheduling means for determining the schedule, comprising for each task the determined 
10 absolute starting time, absolute ending time, collection of times and associated task 

processing speeds and assignment of resources to said task. 

In an embodimrat of the scheduler the timing means are arranged to 
define a sequence of windows, a starting time of a window from said seqiience 
. corresponding to one of the relative starting time and the relative ending time of a task, and 
IS an ending time of said window corresponding to a starting time of a next window in said 
sequCTLce; 

determine an absolute Imgth of the windows fix)m said sequence, minimirfng 
any violation of the constraints fiom said set; 

determine for each window a processing speed for each task and create for 
20 each task a collection of times and associated task processing speeds based thereupon, 
minimizing any violation of the constraints fix)m said set; and 

determine for each task the absolute starting time and the absolute ending time 
fix>m the absolute length of the windows. 

In a further embodiment the scheduler is arranged to 
25 determine whether any violation of the constraints has occurred, and if so, to 

determine at least one of anew relative starting time for a task, anew 
relative ending time for a task, and a new assignment of a resource to a task; and 

activate the timing means. 
In a further embodiment the scheduler comprises linear programming means 
30 for solving a linear progranmiing problem. 

It is a further obj ect of die present invention to provide a system having such a 

scheduler. 
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These and other aspects of the mvoitioii will be apparent firom and elucidated 
with ref^ence to the embodiments shown in the drawing, in which: 

Fig. 1 is a block diagram of a transmission system having a scheduler 
according to the invention; 
5 Fig. 2 is a block diagram of a scheduler according to the invention; and 

Fig. 3 shows an example schedule. 

Throu^out the figures, same reference numerals indicate similar or 
10 coiresponding features. Some of the features indicated in the drawings are typically 

implemented in software, and as such represent software entities, such^ software modules / 
or objects. 

Figure 1 shows a block diagram of a system having a scheduler 100 and a 
plurality of resources 101, 102, 103, 109, 110, 111, 112, 113, 114, 115. The system of Figure 

IS 1 is a digital video transmission system, \Adiich can transmit content fiom a plurality of 

sources, such as a video server 101, a carousel server 102 or an IP tmmel 103, to a receiver 
1 14. Before transmission, the content may be encrypted to prevent unauthorized access. To 
this end, the content is fed through an IP encryptor 109. After that, the content is fed ttirough 
an IP-DVB gateway 110, which multiplexes tiie various content portions into one digital 

20 video stream, suitable for transmission. The multiplexed stream is then transmitted to the 
receiver 114 through various means, such as a conventional land line or a satellite 
connection. Transmitter 113 provides access to a land line, and uplink 111 can transmit the 
stream to a satellite 1 12. The receiver 114receivesthestreamfit>m1faese various means, and 
demidtiplexes, decodes and processes the content as desired. A conditional access module 

25 lis can also be present, to manage, for instance, access rights to portions of the content for 
various recdvCTs 114. The scheduler 100 determines a schedule for executing all these tasks 
on all these resources in the most efScient way. The system is arranged to execute the tasks 
in accordance with the schedule obtained from the scheduler 100. 

Although the scheduler 100 is shown here as part of a digital video 

30 transmission system, it can also be applied in a great variety of other systems. In a school, for 
instance, the scheduler 100 can be used to efGciently plan die use of the various classrooms, 
teachers and available equipment such as blackboards, overhead projectors and television 
systems. In a ftu^tory, the schedule obtained from the scheduler 100 can be used to execute 
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various production runs on die available machines, using the equipment, resources and 

workers in an eflBcient way- 
It is assumed that all resources needed for the execution of a task are all 

occupied simultaneously diiring the execution. For instance, in a &ctory, producing a good 
S may require a worker along with several pieces of equipment and a certain amount of 

supplies such as paint In a school environment, each teacher needs a classroom, equipment 

such as a blackboard, an overhead projector or a number of compute. All these resources . 

are used simultaneously when a class of studoats is being taught. - 

Each task has an associated list of required resource types. Assigning 
10 resources for a task therefore involves selecting Ifae resources \^ch have the required types. 

In a school environment, a teaching task may need a classroom, a teacher and a blackboard. 

The actual assignment could then result in classroom 10, teacher Bowman and blackboard 

H9000 being selected for this teaching task. Another teaching task may also need a classroom 

and a teacher, but instead of a blackboard it needs an overhead projector. The assigmnent 
1 5 could result in classroom 1 1 , teacher Lucas and overhead projector THX 1138 being selected 

for this teaching task. This requires that for each resource, its type is known, so that the 

appropriate resources are assigned and the requirement is satisfied. 

It may be advantageous to divide the plurality of resources into several distinct 

sets, each set having resources with similar characteristics. For instance, in a school 
20 CTvironment, there could be a set of classrooms, a set of teachers and a set of overhead 

projectors. The assignment of resources for each task can ibsa be simplified to taking one 

element from each set. This saves having to inspect Hhe type of each resource during 

assigmnent. In Figure 1, flie sources 101, 102, 103 form a first group 104. There is only one 

IP enoTptor 109, so the second group 105 only has one membn. Similarly, the third group 
25 106 only has the IP-DVB gateway 1 10 as a member. The fourth groiq> 107 is formed by the 

transmission means 111,113. Each portion of the content must be executed on one of the 

various resources of each groiq) 104, 105, 106, 107. 

The scheduler 100 is shown in more detail in Figure 2. It comprises a 

constructing modide 201, an ordering module 202, a timing module 203 and a scheduling 
30 module 204. The scheduler 100 may further comprise a linear programming module 206, 

which are used to solve the scheduling problem. 

The constructing module 201 receive a series of requirements of each task and 

limitations on each resource from a source 200, and construct a set of constraints based 

tiiereupon. 
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. ~ Therequiiementsof ataskafix)maset Aoftasks atleastc^ 

time, denoted by r(a)y and a deadline or due time, denoted by d(a). These times indicate the 
earliest time at which the execution of the task a may begin, and the time at \^ch the 
execution of the task a must have been completed, respectively. There can further be 
S requirraients on the processing speed of the task a. The minimal processing speed of the task 
a is given by pmin(o)^ and the maximal processing speed is given by pmaxfo). The task a may 
have a lower bound on a portion of the task that is processed, for instance, in digital video 
transmission, there may be a lower bound on the transmitted content size. This is denoted by 
c(a) . The task a may further have a value, denoted by v(a) . The value of the tasks can be used 

10 to make a trade-off between different executions to be scheduled. The first scheduling 

objective, as defined below, is to maximize a weighted sum of the scheduled executions, and 
the above mentioned values are their wei^t factors. Note that the values can also be used to 
indicate different priority classes, by choosing the values of high priority classes much larger 
than for low priority classes. 

15 The time during wliich execution of the tasks takes place can be divided into a 

sequence of windows. A task a may have a lower bound tmin(^) and an upper bound tf„ax(^) on 
the lei^th of the time of its execution. The conc^t of windows is explained further below. 

Tasks may be related in some way. One task may be required to start before or 
after another. Two tasks might have to start at the same time or with a ^ecific time in 

20 between. A task may have to wait until another task has bem conipleted, and so on. To this 
end, four timing relationships are defined, Tss, Tsc Tcs and Tc^ indicating the start-start, start- 
completion, completion-start and completion-completion relations. Ibese will be explained 
below vAexi the precedence constraints are ^qplained. 

The limitations of a resource r at least coniprise an upper limit on its 

25 processing c£^acity, denoted by p(r) and a bound on the number of tasks it can execute 
simultaneously, denoted by n(r). When resources are grouped, the resources in each group 
are denoted by Rj for group j\ The assigned resources to a task are denoted by p/aj^ which is 
an element fix>m Rj, 

For each task a and each group J there can further be a lead-in time If (a)and 

30 a lead-out time /J^ (a), denoting tiiatrig^t before and after the execution of the task on the 

resource chosen from that group, that resource is also used by that task. Each resource r 
further can have an associated availabiUty window. The starting time of this availability 
window is denoted by s(r) and the ending time is denoted by e(r). The resource is only 
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available for the duration of the availability window. To model the situation in vAdch the 
resoiirce is available and unavailable multiple tunes, the resource should be defined two 
times, each time with a different availability window- 

A resource r further can have several types of overhead. The fixed overhead is 
S denoted by oCr)^ and the variable overhead is denoted by q(r). Thus, in the case of video 
transmission, an iapvA stream vdth bit rate jc will result in an output stream with bit rate 

It may be required that several resources are to be used together, or a specific 
combination may be forbidden. This limitation is modeled by adding a set C, which only has 
an elemCTLt (r, r'Jif resource r fix>m group / may be combined with resource r' firom gpyupj". 
10 Similarly, it nuy be required or forbidden that two tasks, which iise the same resources fix>m 
one group, must also use &e same resource fix>m another groiq>. This is modeled by a set C/, 
which only has an element 0'J')ifm assignment of the same resource from groiqpy to several 
task implies an assignment of the same resource fix>m groiip J ' to those tasks. 

The schedule determines yvhen mecutions take place and vMch resources are 
1 S used in the course of each execution. Furthermore, it detranines the task processing speeds 
used during the execution. To the latter end, execution profiles are defined as a collection 
(^o»^i»^M^2»---»^OT*^w)^^*™^P^^*s rand task processing speeds tc, denoting that in the 

time interval [rjt.|,r^)the task processing speed is ;qb- The absolute starting time of an task a 
is denoted by TstCa) and the absolute ending time by Xcp(a). 

20 Thus, the schedule comprises an absolute starting time Xs^a) and the absolute 

ending time Tcp(a)» a collection of times and associated task processing speeds 
(^0 » ^1 » ^1 > ^2 » • • • » ^« » ^« ) ^ assignment of resources f^a) for each groups • It may 
happen that some tasks carmot be scheduled, for instance because the required resources are 
not available. It may still be advantageous to include those tasks in the schedule, so. that the 

25 interrelationships between unscheduled and scheduled tasks are not lost. For example, if a 
first scheduled task should come after an unscheduled task, and that unscheduled task should 
come after a second scheduled task, then removing the unscheduled task completely will 
mean tiiat the constraint of the first task coming after the second task is lost. The set of 
scheduled tasks is denoted by A*. The difference between tasks fix)m the full set A or the 

30 limited set -4* is not relevant, unless explicitly noted otherwise. 

There are several types of constraints that a schedule has to satisfy. The first 
type of constraints are the execution time constraints^ specifying that for each task a the 
following should hold: 
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r ^ (a) ^ r(a) a (a) ^ rf(a) a (a) ^ (a) {a) ^ (a) 



In other words, the absolute starting time should be at least tibie release time, and the absolute 
ending time should be at most the due time. The duration of the execution, defined as the 
difference between absolute starting time and absolute ending time, should be between the 
S given TnwiiTiftl and mflYiinfll execution times. 

The second type of constraints are the precedence constraints. For two tasks a 
and tihe following constraints are constructed: 



where Tss, Tsc Tcs and Tec denote the start-start, start-completion, completion-start, and 
10 completion-completion timing relations between executions of tasks. An element (a,b,x) is in 
the set Tss if there must be time x between the start-of a and the start ofb. An element (a,b,x) 
is in the set if thoe must be time x between the start of a and the completion ofb, and 
similar for the otiier two sets Tcs and Tec* In other words, these constraints enforce the timing 
relations between the tasks. 
1 5 The third type of constraints are tiie execution constraints ^ specifying 

that for a resource the number of tasks a simultaneously occupying the resource r may not 
exceed its bound n(>:). There is also a lead-in time (a) and a lead-out time /^(a)tobe 

considered. An occupation function cy(a, t), giving the time at which a task a occupies a 
resource from group j is defined by 



The fourth type of constraints are the execution profile constraints, specifying 
that for each execution of a task a the execution profile (Tq , 9.^1 » ^2 > " • • ' > ) must satisfy 



(a) + X ^ T^(b) if (a, &,x) € T„ 
T^ia) + X ^T^(&)if (a,6,x) e T„ 
(a) + X ^ (b) if (a, 6, x) e T^ 
(a) + X ^ (b) if (fl, 6, x) e T„ 



20 




From this function, the execution constraints cari be defined as follows: 




Pmai^)^^k ^Pmoiifl) for aU * = 1,. ..,in 



25 



m 
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The fifth type of constraints are the resource processing constraints. A task 
processing speed function, ^diich gives the processing speed of a task a e ^* at any point in 
time is given by 

ifora& = l,..., 171 



[0 otherwise 



S for a task a with execution profile (ro,^i,r|,;r2,...,^„,r„). Overhead in resources can be 

modeled by defining an output task processing speed fimction for resource pff(a) fix>m group/, 
as folloM^: 

\0 otherwise 

where 7^(ckt) = n(a,t) for all tasks a and times t. Using the task processing speed fimction, 
10 the resource processing constraints specify that for each group j\ all resources r from group j 
and aU times f, the folloAving should hold: 

Ys^(a,t)^pir) 

The sixth type of constraints are the resource combination constraints^ which 
ensure that the proper combination of resources is used, if necessary: 
15 ipjia%Pj.(a))eC 

The seventh type of constraints are the unicity constraints. These specify that for all pairs of 
groups G Uaad all tasks ^ a' the following should hold: 

Py(«) = P7(«')=>P/(^) = P/(^') 

20 The ideal objective is to find a schedule containing all the tasks while satisfying all the 

constraints as defined above. However, possibly no solution exists in which all tasks can be 
executed without violating any constraint In that situation, the obj ective is to maximize a 
weighted sum of the scheduled tasks, i.e., to maximize 

aeA* 

25 for a schedule a: If more than one schedule a exists with a maximal value for/ then the 

assigned task processing speeds should be optimized A third objective could be to minimize 
the execution time of the task. 

Figure 3 shows an example schedule which could be obtained firom the 
scheduler 100. There are a plurality of tasks 301, 302, 303, 304, 305, 306, 307, 308. The 
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vertical axis indicates fhe task processing speed, using an arbitrary scale. Hie horizontal axis 

indicates the time. In the embodiment as described with reference to Figure 1, these tasks 

could be a first movie 301, a transmission of financial files 302, a broadcast of a live sports 

event 303, a second movie 304, and several news bulletins 305, 306, 307, 308, 

5 Although no absolute starting times and ending times are known, except for 

tasks for which the given release time and due time is very strict, e.g., a news bulletin should 

start at nine o'clock and last ten minutes, a relative ordering of the starting times and ending 

times is possible. The oidering module 202 creates such a relative ordering, and derives 

« 

relative starting times and ending times firom this ordering. 

1 0 The time during which these executions takes place is divided into a sequence 

of windows wo, wi, . . wis. A starting time of a window fix)m said sequence wo, . • wis 
corresponds to one of tiie relative starting time and fhe relative ending time of a task, and an 
ending time of said window corresponding to a starting time of a next window in said 
sequence. In Figure 3, for instance the starting time of window wo corresponds to the relative 

IS starting time of first movie 301, and its ending time corresponds to the starting time of 

window wi. The starting time of this window, in tU3cn, corresponds with the storting time of 
broadcast 303, and ends v/hea window W2 begins. This window begins when news bulletin 
305 ends. The first window, wo, is a special case. The starting time of this window 
corresponds to the time at which execution of &e scheduled tasks should be started. It may be 

20 that the task \^ch starts earliest still starts later than this time. In that case, there can be 
some slack time before the earliest starting task starts. This is thm modeled using window 
Wo. Windows can have zero duration. When the absolute ending time of one task and the 
absolute starting time of another task are determined to be the same, then the size of tiie 
window between the ending time of the one task and the starting time of the other task will be 

25 zero. Ck)nceptuaUy, however, it stiU exists and must be taken into account 

It can easily be seen fix>m Figure 3 that the processing speeds of some tasks 
vary with time. For instance, tiie broadcast of a live sports event 303 doubles in bit rate 
during window W2, and goes back to its starting bit rate during window W3. However, the 
news bulletins 305, 306, 307, 308 maintain a constant bit rate. 

30 The ordering module 202 determines for each task a relative starting time, a 

relative ending time and an assigmnent of resources, based on the constraints constructed by 
the constructing module 201. The relative ordering should ideally satisfy the constraints, 
since it will be used as input for the timing module 203, whidi computes the value to be xised 
in the schedule. Using a relative ordering which does not satisfy the constraints may mean 
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fhat fhe schedule derived fiom the coaaputations performed by Hie timing module 203 is 
useless. 

A similar argument can be made for fhe assignment of resources to each task. 
The ordering module 202 can use any way to detemune diis assignment, even a random 
S algorithm, but preferably the assignment is checked to ensure it satisfies the relevant 
constraints. 

The timing module 203 has the task of determining for each task an absolute 
startmg time, an absolute ending time and a collection of times and associated task 
processing speeds. As an input, the timing module 203 receives for each task the determined 
10 relative starting time, relative ending time and assignment of resources from the ordering 
module 202. While det^rmiiiing the above-mentioned information from vMch tiie schedule 
205 is constructed, the timing module 203 should minimize any violation of the constraints as 
received from the constructing module 201, ideally producing output yAdch satisfies all the 
constraints. 

IS After the timing module 203 has determined said information, the scheduler 

100 can optionally determine whether any violation of the constraints has occurred. If it turns 
out that this is die case, it then determines at least one of a new relative starting time for a 
task, a new relative ending time for a task, and a new assignment of a resource to a task, for 
instance by activating the ordering module 202 to have it produce a new relative ordering or 

20 assignment The scheduler 100 could also simply swap two relative time points or two 
assignments, or ^qiply any other technique to change the original output of the ordering 
module 202. A local search iqpproach provides satisfactory results in this regard. The local 
search approach is described e.g. by E. J. Anderson, C A. Glass and C J^. Potts, ''Machine 
scheduling", published in E.H.L. Aarts and J JL Lenstra (editors). Local Search in 

25 Combinatorial Optimization, John Wiley & Sons, 1997, ISBN 0-471-94822-5, pp. 361-414. 
After applying one such technique to change the partial schedule, the scheduler 100 then 
activates the timing module 203, to obtain new information from vMs3tL a schedule 205 can 
be constructed. 

The timing module 203 can solve the scheduling problem iising linear 
30 programming, for which linear programming module 206 is provided. Using linear 

programming, the absolute length of the windows wo,. . .,wis is determined. For each window 
a task processing speed for each task is computed, and this provides the input to create for 
each task a collection of times and associated task processing speeds. The solution ^ould 
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ideally satisfy, but in any case minimize any violation of the constraints as provided by the 
constructing module 20 1 . 

The ordering module 202 has provided the timing module 203 with a relative 
ordering on the execution of the tasks, as well as with an assignment of resources to the tasks. 
5 The timing module 203 create a sequence of windows wo, . . . ,wis, corresponding to the 
starting and ending times of tasks. To determine the absolute starting and ending times, the 
absolute length of the windows Wo,.. .^wis should be determined. Once the absolute length of 
the windows wo,...,wi5 is known, the absolute starting time and absolute ending time for each 
task can be computed easily. A suitable time point zero should be defined first This could be 

10 the current time, or a given time at vdiich the schedule is to be executed. This time point zero 
corresponds with the start of the window wo. The lengths of the windows wo,. . .,wi5 can tiien 
be used to determine their respective absolute starting times. The starting times of the 
windows wq,. . .,wi5 correspond with the starting times or ending times of the tasks, thus a 
simple assignment of window starting times to the appropriate task starting or ending times 

IS suffices. 

The constraints as derived by the ordering module 202 must now be translated 
to take the windows into account For the execution time and precedence constraints, linear 
constraints on the w variables are of the form 

Wo + ... + ^ r 

Wq + ... + Wjfc 

+ ... + ^ X or Wj^ + ... + ^ 
20 Combining the above constraints gives a system Dw ^ witii a certain matrix D and vector d 
of constants. 

For the task processing speed bounds and the processing capacity constraints, 
linear constraints on tiie p variables are 

/€/(r) 

25 where I(r) is the set of indices of scheduled activations assigned to resource r, and the 

minimuin and maximum task processing speeds outside an activation's box are chosen equal 
to zero. The above constraints have to hold for each window j = 0,. ..,15 . This results in a 
system AjT^^ ^ Cj , with certain matrices Aj and vectors ej of constants, where tTj denotes 
column^ of matrix ;c Note tiiatbelowy always ranges from zero to fifteeii, since there 
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sixteen windows in Figure 3. If theie aie another number of windows, the iqyper limit ofy will 
of course have to be adjusted. 

The constraints on the total content of activations can be expressed in the form 
^kPot +-- + ^/>^i/ ^ C| , vdiich results in a system ;nv^c. This gives oross products between 
S ;randTVvariables. 

Hie remaining constraints do not depend on the absolute values of the times 
and task processing speeds, so Hiey can be checked akeady whrai a relative time ordering and 
resource assignment are known, and thus they can be omitted firom this sub-problexiL To 
summarize, the sub-problem can be formulated by the following set of constraints. 
AjK^^ for all 7 = 0,.,.,15 
10 Dw^d (1) 

The problem of equation 1 can be solved by means of linear programming with column 
generation. Column generation is described e.g. in A. Schrijver, Linear and Integer - , . 
Programming, John Wiley & Sons, 1986, ISBN 0-471-90854-1, pp. 147-148. 

To solve the problem, the above set of constraints is rewritten to 
AjTc.j^e J fox ?31 j=0,...,15 
15 TA/I U^ (2) 



and for each window y a set of feasible task processing speed assigmnents, given by 

Pj^\p^Q''\p^Or^AjP^ej) 

is introduced. Note that the number 8 is used because there are eight scheduled tasks 301, 
302, 303, 304, 305, 306 307, 308. Instead of considering only one task jirocessing speed 
20 assigmnent ePj jp&t window, all possible task processing speed assigmnents are 

considered. For each window, tiiere now is a variable Wjp for each window / = 0,. . . A5 and 
each task processing speed assignment p e Pj, which have to satisfy 

A solution of this problem can be used to easily detennine a solution of equation 2 by taking 
25 ^j'^l.^jp^^j^H^P 
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i.e., the sub-window widths aie added up and the used task processing speeds are averaged 
out. By substitution it becomes clear that this solution satisfies the second inequality of 
equation 2. Furthermore, the first inequality of this equation is also satisfied, since the 
constructed is a convex combination of elements of the convex set Pj, so n,j itself is an 

5 element of Pj too. Therefore, A^it,^ ^ Bj holds. 

To solve equation 3, there are an infinite number of variables to be 
determined, since each set Pj contains infinitely many elements. Althoi^ a restriction 
without loss of generality can be made to the extreme points of the polytope Pj, this still 
would require too many variables and too many colunms to be generated for the 
10 corresponding linear programming tableau. This can be overcome by using a column 

generation technique, meaning that only a subset Pj s Pj fox each window J is considered. 

The subset is initially taken empty and new elements are added iteratively . 
So, this gives a derived problem in which to 

minimize + ^j;^ 

15 where penalty variables x and have been added to have a feasible system at all times. 
Initially, jF^ =0 for all windows j\ and the above system is thm optimized. Next, each 

window Wj is considered iteratively to check whether an element of Pj exists that may 

decrease the total penalty vfben adding it to Pj^ i.e., that has anegative reduced cost in the 

optimized tableau of the above system. This can be checked by means of solving a linear 
20 programming problem, as the set is given by linear constraints. If such an element exists, 

itis added to Pj and the above system is re-<)ptinuzed. TMs process is repeated until lio 

inqiroving element exists for all windows wj. If the resulting total penalty Ifami equals zero, a 
solution of equation (3) ^sts, otherwise no feasible solution exists. 

Now, given a relative ordering of starting times and ending times of tasks, 
25 together with a resource assignment, it is possible to determine by means of the technique 
described above whether absolute starting times, ending times and task processiag speeds 
exist, which satisfy or at least minimize any violation of the constraints. It is possible to 
modify the relative ordering or resource assignment as obtained firom the ordering module 
202, by determining at least one of a new relative starting time for a task, a new relative 
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ending time for a task, and a new assignment of a resource to a task, and then to check if the 
minimal constraint violations can be reduced, or \^ether it is possible to increase ihs set of 
scheduled activations. These changes are small, thus the resulting changes in the sub-problem 
are also small, allowing an incremental computation of absolute times and task processing 
S speeds. 

The scheduling module 204 determines the schedule 205, based on the output 
of the timing module 203. Said schedule 205 comprises for each task a the determined 
startmg time Xg^a) and the absolute ending time Tq)(a), a collection of times and associated 
task processing speeds , , r j , , . . . , ;r„ , 7„ ) and an assignment of resources fif(a) for 
10 each group 7 . 

The schedule 205 can flien be presented to a human supervisor, or be 
automatically used in the system of Figure 1 to execute the tasks on the resources according 
to the schedule. ' " 



I 
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CLAIMS: 



1. A method of determining a schedule (205) for executing a plurality of tasks 
(301-308) requiring a plurality of resources (101-103, 109-1 13), comprising the steps of 
(a) constructing a set of constraints from given requirements of each task (301-308)and 

from given limitations on each resource (101-103, 109-1 13); 
5 (b) determining for each task (301-308) a relative starting time, a relative endiog time and 
an assignment of resources (101-103, 109-1 13), based on the constraints from said set; 

(c) det^mining for each task (301 -308)an absolute starting time, an absolute ending time 
and a collection of times and associated task processing speeds, based on the 
det^mined relative starting time, relative ending time and assignment of resources 

10 (101-103, 109-1 13) for said task, minimirfng any violation of the constraints from said 

set; and 

(d) detemiining the schedule (205), comprising for each task (301-308) the determined 
absolute starting time, absolute ending time, collection of times and associated task 
processing speeds and assignment of resources (101-103, 109-1 13) to said task. 

15 

2. A method as claimed in claim 1, vAi&ce step (c) comprises 

defining a sequence of windows (wo,. . .^wis), a starting time of a window 
(wo, . • - ,wi5) from said sequence corresponding to one of the relative starting time and the 
relative ending time of a task (301-308), and an ending time of said window (wo,.. .,Wi3) 
20 corresponding to a starting time of a next window (wq, . . . , wi s) in said sequence; 

determining an absolute length of the windows (wo,- . .,Wi3) from said 
sequence, minimiring any violation of the constraints from said set; 

determining for each window (wo,. . .»wis) a processing speed for each task 
(301-308) and creating for each task (301-308) a collection of times and associated task 
25 processing speeds based thereupon, minimizing any violation of the constraints from said set; 
and 

determining for each task (301-308) the absolute starting time and the absolute 
ending time from the absolute length of tiie windows (wo,. . .^wis). 
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3. A method as claimed in claim 1 or 2» further comprising the step of 

determining whether any violation of the constraints has occurred, and if so, 

determining at least one of a new relative starting time for a task 
(301-308), a new relative ending time for a task (301-308), and a new assignment of a 
resource (101-103, 109-1 13) to a task (301-308); and 

executing step (c). 



4. A method as claimed in claim 2, v^ere the step of determining the absolute 

length of the windows (wo,. . ^wis) from said sequence comprises solving a linear 
10 programming problem. 



5 • A method as claimed in claim 2 or 4, vdiere Ihe step of determining for each 

window (wo,. . .^wis) a task processing speed for each task (301-308) comprises solving a 
linear programming problem. 

15 

6. A scheduler (1 00) for determining a schedule for executing a plurality of tasks 

(301-308) requiring a plurality of resources (101-103, 109-1 13), comprising 

• constructing means (201) for constructing a set of constraints firom given requirements of 
each task (301-308) and from given limitations on each resource (101-103, 109-1 13); 

20 • ordering means (202) for determining for each task (301-308) a relative starting time, a 
relative ^ding time and an assignment of resources (101-103, 109-1 13), based on the 
constraints fix>m said set; 

• timing means (203) for determining for each task (301-308) an absolute starting time, an 
absolute ending time and a collection of times and associated task processing speeds, 

25 based on tiie detennined relative starting time, relative ending time and assignment of 
resources (101-103, 109-1 13) for said task (301-308), minimizing any violation of the 
constraints from said set; and 

• scheduling means (204) for determining the schedule, comprising for each task (301-308) 
the determined absolute starting time, absolute ending time, collection of times and 

30 associated task processing speeds and assignment of resources (101-103, 109-1 13) to said 

task (301-308). 



7. 

arranged to 



A scheduler (100) as claimed in claim 6, where the timing means (203) are 
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define a sequraice of windows (wo,. - .,wi5), a starting time of a window 
(wo». . .,wis) &om said sequence coireq>onding to one of tiie relative starting time and the 
relative ending time of a task (301-308), and an ending time of said window (wo,...,wi3) 
corresponding to a starting time of a next window (wq,. . .,wis) in said sequence; 
5 determine an absolute length of the windows (wq,. . .,wis) from said sequence^ 

minimizing any violation of the constraints from said set; 

determine for each window (wq,. . .,wis) a task processing speed for each task 
(301-308) and oreate for each task (301-308) a collection of times and associated task 
processing speeds based thereupon, minimiring any violation of the constraints &om said set; 
10 and 

determine for each task (301-308) tiie absolute starting time and the absolute 
ending time firom the absolute length of tihe windows (wo,, . .^wis). 

8. A scheduler (100) as claimed in claim 6 or 7, being arranged to 

1 5 determine whellier any violation of the constraints has occurred, and if so, to 

determine at least one of a new relative starting time for a task (301- 

308), a new relative ending time for a task (301-308), and a new assignment of a resource 

(101-103, 109-113) to a task (301-308); and 

activate the timing means (203). 

20 

9. A scheduler (100) as claimed in claim 7, further comprising linear 
programming means (206) for solving a linear programming problem. 

10. A system having a scheduler (100) as claimed in claim 6, 7, 8 or 9, and a 
25 plurality of resources (101-103, 109-1 13), tiie system being arranged to execute the. tasks 

(301-308) on said plurality of resources (101-103, 109-1 13) according to the schedule (205) 
obtained from the scheduler (100). 
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